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Easy maintenance
The GESAN design GUARANTEES
efficient maintenance, storage and
transport.

• Engine and alternator easily accessible
for maintenance or replacement 
purposes.

• Central eyebolt lifting hook which allows
the unit to be moved quickly and easily.

• Fuel tank filter neck, key lockable, on the
outside of the canopy to avoid leakages

• Compact design with the aim of reducing
transport and storage costs.

• Coolant and engine oil may be drained
externally.

Maximum security
High security measures GUARANTEE
that both people and the unit are adequa-
tely protected.

• Emergency stop button situated on the outsi-
de of the enclosure and next to the control
panel.

• Magneto-thermic all pole protection against
short circuits and overloads. 

• Earth leakage protection for indirect contacts

• Battery isolator.

• Electric panel fitted with instrumentation ensu-
ring correct surveillance of the unit in operation
via a see-through window.

• Control card which guarantees amongst other
factors, the automatic shutdown of the engine
due to overheating, low oil pressure, low coo-
lant level, start-up failure, emergency stop,
Electrical failure, overspeed, low voltage etc…

Multiple 
configurations
Different configuration options GUA-
RANTEE that the unit may be adapted to
different operating conditions.

• Optional site or road trailer. Site trailer is fitted
with a galvanised metal jockey wheel and
handbrake.

• Road trailer (except DPS 9) also includes
surge brake, suspension, and lights for use
on public roads.

• Varied choice of sockets panels.

• A variety of automatisms allowing for different
types of operation:

• Key start up.
• Remote start or remote start via signal.
• Synchronisation between generators and/

or mains.

• Retention bath.

• 24 hour fuel tank.
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GENERATOR SETS

Diesel
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Prime (kVA)

Width

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DPS)

Open Skid (DP)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DPS)

Length

Width

Height

Total weight

Cap. Litres

Site trailer

Length

Height

Total weight

Cap. Litres

Road trailer

Length

Width

Height

Total weight

Cap. Litres

Dimensions

(1). M: Mechanical. E: Electronic. GE: Electronic engine management. 
Measurements: mm   Weight: kg

The alternator used and the noise level may vary on 60 Hz models.

DP/S 9 MF DP/S 13 MF DP/S 20 MF DP/S 9 DP/S 13 DP/S 20 DPS 30

8,3

9

403D-11G

3 L

1.131

M

Sincro

FT4 MDR

65

90

1.400

700

1.435

360

29

1.860

840

1.230

540

50,5

2.800

1.190

1.520

589

50,5

2.780

1.400

1.515

635

50,5

12

13

403D-15G

3 L

1.496

M

Stamford

BCI 184 E1

65

90

1.400

700

1.435

410

29

1.860

840

1.230

610

50,5

2.800

1.190

1.520

665

50,5

2.780

1.400

1.515

760

50,5

20

21

404D-22G

4 L

2.216

M

Stamford

BCI 184 G1

65

90

1.550

750

1.485

575

88

1.860

840

1.230

750

50,5

2.800

1.190

1.520

803

50,5

2.780

1.400

1.515

900

50,5

8,3

9

403D-11G

3 L

1.131

M

Sincro

FT4 MBS

65

90

1.400

700

1.135

360

29

1.860

840

1.230

540

50,5

2.800

1.190

1.520

589

50,5

2.460

2.190

2.600

635

50,5

12

13

403D-15G

3 L

1.496

M

Sincro

FT4 MDS

65

90

1.400

700

1.135

410

29

1.860

840

1.230

610

50,5

2.800

1.190

1.520

665

50,5

6.150

2.330

2.800

760

50,5

20

22

404D-22G

4 L

2.216

M

Stamford

BCI 184 E

65

90

1.550

750

1.485

560

88

1.860

840

1.230

750

50,5

2.800

1.190

1.520

803

50,5

2.780

1.400

1.515

900

50,5

30

33

1.103C-33G3

3 L

3.300

M/E (OP)

Stamford

BCI 184 G

65

90

2.250

1.050

1.505

1.280

124

3.155

1.500

1.770

1.365

124

3.520

1.750

1.960

1.435

124
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Supply options

ENGINE

Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 80%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation.

Standby power: Power available at variable load for up to a maximum
of 500 hours during one year of which 300 hours may be for continuous
use. No overload is permitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100 kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Start/stop via signal, manual and
automatic etc…

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
24 hours fuel tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.

DPS 45 DPS 60 DPS 80 DP/S 100 DP/S 200 DP/S 250 DP/S 350 DP/S 400 DP/S 450 DP/S 500 DP/S 630

45

50

1.103C-33TG3

3 L

3.300

M/E (OP)

Stamford

UCI 224 D

69

94

2.250

1.050

1.505

1.370

124

3.155

1.500

1.770

1.450

124

3.520

1.750

1.960

1.520

124

60

63

1.104C-44TG3

3 L

3.300

M/E (OP)

Stamford

UCI 224 E

69

94

2.800

1.100

1.585

1.530

124

3.740

1.635

1.870

1.675

124

4.070

1.850

2.085

1.740

178

80

88

1.104C-44TAG1

4 L

4.410

E

Stamford

UCI 224 G

69

94

2.800

1.100

1.585

1.700

178

3.740

1.635

1.870

1.825

178

4.070

1.850

2.085

1.890

178

100

110

1.104C-44TAG2

4 L

4.400

E

Stamford

UCI 274 C

72

97

1.965

750

1.735

1.120

152

2.800

1.100

1.585

1.710

178

3.740

1.635

1.870

1.845

178

4.070

1.850

2.085

2.170

178

200

220

1.306C E87TAG3

6 L

8.710

GE

Stamford

UCI 274 H

72

97

2.900

1.100

2.060

2.250

415

3.675

1.400

2.100

3.260

405

4.850

2.000

2.500

3.440

405

2.460

2.190

2.600

4.500

405

250

275

1.306C E87TAG6

6 L

8.710

GE

Stamford

UCDI 274 K

72

97

2.900

1.100

2.060

2.500

415

3.675

1.400

2.100

3.500

405

4.850

2.000

2.500

3.690

405

2.460

2.190

2.600

4.500

405

350

400

2.306C E14TAG2

6 L

14.600

GE

Stamford

HCI 444 E

72

97

3.430

1.150

2.210

3.860

527

4.580

1.500

2.240

4.900

537

5.600

2.100

2.650

5.230

537

6.150

2.330

2.800

2.900

537

400

450

2.306C E14TAG3

6 L

14.600

GE

Stamford

HCI 444 F

72

97

3.430

1.150

2.210

3.900

527

4.580

1.500

2.240

5.050

537

5.600

2.100

2.650

5.366

537

6.150

2.330

2.800

5.900

537

455

500

2.506C E15TAG1

6 L

15.200

GE

Stamford

HCI 544 C

72

97

3.845

1.200

2.365

4.200

943

5.500

1.550

2.450

5.700

943

6.550

2.170

2.900

5.980

943

7.070

2.350

3.155

8.130

943

500

520

2.506C E15TAG2

6 L

15.200

GE

Stamford

HCI 544 C

73

98

3.845

1.200

2.365

4.200

943

5.500

1.550

2.450

5.700

943

6.550

2.170

2.900

6.110

943

7.070

2.350

3.155

8.130

943

650

700

2.806 A E18TAG2

6 L

18.130

GE

Stamford

HCI 544 F

80

105

3.800

1.550

2.597,5

5.133

995

5.600

1.850

2.520

6.483

995
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DP/S 30 NC DP/S 45 NC DP/S 60 NC DP/S 80 NC DP/S 140 NC

30

33

1.103A-33G1

3 L

3.300

M/E (OP)

Stamford

BCI 184 G

65

90

1.550

750

1.525

760

88

2.250

1.050

1.505

1.280

124

3.155

1.500

1.770

1.365

124

3.520

1.750

1.960

1.435

124

2.250

1.050

1.505

1.370

124

3.155

1.500

1.770

1.450

124

3.520

1.750

1.960

1.520

124

2.250

1.050

1.505

1.427

124

3.155

1.500

1.770

1.520

124

3.520

1.750

1.960

1.580

124

2.800

1.100

1.585

1.700

178

3.740

1.635

1.870

1.825

178

4.070

1.850

2.085

1.890

178

45

50

1.103A-33TG1

3 L

3.300

M/E (OP)

Stamford

UCI 224 D

69

94

1.965

750

1.735

890

152

60

63

1.103A-33TG2

3 L

3.300

M/E (OP)

Stamford

UCI 224 E 

69

94

1.965

800

1.735

950

152

80

88

1.104A-44TAG2

4 L

4.410

M/E (OP)

Stamford

UCI 224 G

69

94

1.965

800

1.735

800

152

136

150

1.006 TAG

6 L

6.000

E

Stamford

UCI 270 E

72

97

2.490

900

1.883

1.339

264

3.400

1.100

1.755

2.169

244

4.400

1.725

2.100

2-269

244

4.885

1.750

2.165

2.459

244

Prime (kVA)

Width

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DPS)

Open Skid (DP)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DPS)

Length

Width

Height

Total weight

Cap. Litres

Site trailer

Length

Height

Total weight

Cap. Litres

Road trailer

Length

Width

Height

Total weight

Cap. Litres

Dimensions

* NC models may not be used for or insta-

lled on mobile or transportable applications

according to EU directive 97/68/EC.

www.gesan.com 
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Prime (kVA)

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DVS)

Open Skid (DV)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DVS)

Length

Width

Height

Total weight

Cap. Litres

Site trailer

Length

Width

Height

Total weight

Cap. Litres

Road trailer

Length

Width

Height

Total weight

Cap. Litres

Dimensions

(1). M: Mechanical. E: Electronic. GE: Electronic engine management. 
Measurements: mm   Weight: kg

DV/S 140 DV/S 150 DV/S 180 DV/S 200 DV/S 250

131

142

TAD 532 GE

4 L

4.760

GE

Stamford

UCI 274 E

72

97

2.490

850

1.885

1.469

264

3.400

1.100

1.755

2.300

244

4.400

1.725

2.100

2.590

244

4.885

1.750

2.165

2.900

244

152

167

TAD 731 GE

6 L

7.150

M/GE (OP)

Stamford

UCI 274 F

72

97

2.490

850

1.885

1.557

264

3.400

1.100

1.755

2.380

244

4.400

1.725

2.100

2.488

244

4.885

1.750

2.165

2.678

244

180

194

TAD 732 GE

6 L

7.150

GE

Stamford

UCI 274 G

72

97

2.900

1.100

2.060

2.146

415

3.675

1.400

2.100

3.160

405

4.850

2.000

2.500

3.342

405

5.000

2.050

2.525

4.500

405

200

220

TAD 733 GE

6 L

7.150

GE

Stamford

UCI 274 H

72

97

2.900

1.100

2.060

2.266

415

3.675

1.400

2.100

3.280

405

4.850

2.000

2.500

3.462

405

5.000

2.050

2.525

4.500

405

250

275

TAD 734 GE

6 L

7.150

GE

Stamford

UCDI 274 K

72

97

2.900

1.100

2.060

2.526

415

3.675

1.400

2.100

3.550

405

4.850

2.000

2.500

3.462

405

5.000

2.050

2.525

4.500

405
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Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 80%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation.

Standby power: Power available at variable load for up to a maximum
of 500 hours during one year of which 300 hours may be for continuous
use. No overload is permitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100 kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

ENGINE

The alternator used and the noise level may vary on 60 Hz models.

DV/S 300 DV/S 325 DV/S 375 DV/S 400 DV/S 460 DV/S 500 DV/S 570 DV/S 630

300

330

TAD 941 GE

6 L

9.360

GE

Stamford

HCI 444 D

72

97

3.430

1.150

2.208

3.230

527

4.580

1.500

2.240

4.380

537

5.600

2.100

2.650

4.706

537

6.150

2.330

2.800

5.900

537

326

358

TAD 941 GE

6 L

9.360

GE

Stamford

HCI 444 E

72

97

3.430

1.150

2.208

3.350

527

4.580

1.500

2.240

4.500

537

5.600

2.100

2.650

4.821

537

6.150

2.330

2.800

5.900

537

375

412

TAD 1.241 GE

6 L

12.130

GE

Stamford

HCI 444 F

72

97

3.430

1.150

2.208

3.800

527

4.580

1.500

2.240

4.950

537

5.600

2.100

2.650

5.272

537

6.150

2.330

2.800

5.900

537

400

450

TAD 1.242 GE

6 L

12.130

GE

Stamford

HCI 444 F

72

97

3.430

1.150

2.208

3.506

527

4.580

1.500

2.240

4.650

537

5.600

2.100

2.650

4.977

537

6.150

2.330

2.800

5.900

537

462

506

TAD 1.640 GE

6 L

16.120

GE

Stamford

HCI 544 C

72

97

3.810

1.200

2.365

4.477

943

5.500

1.550

2.450

5.950

943

6.550

2.170

2.800

6.247

943

7.070

2.350

3.155

8.130

943

500

520

TAD 1.641 GE

6 L

16.120

GE

Stamford

HCI 544 C

72

97

3.810

1.200

2.365

4.477

943

5.500

1.550

2.450

5.950

943

6.550

2.170

2.800

6.247

943

7.070

2.350

3.155

8.130

943

570

630

TAD 1.642 GE

6 L

16.120

GE

Stamford

HCI 544 E

72

97

3.810

1.200

2.365

4.757

943

5.500

1.550

2.450

6.200

943

6.550

2.170

2.800

6.527

943

7.070

2.350

3.155

8.130

943

630

700

TWD 1.643 GE

6 L

16.120

GE

Stamford

HCI 544 F

72

97

3.810

1.575

2.600

5.347

995

5.600

1.850

2.520

6.700

995

Supply options
Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Start/stop via signal, manual and
automatic etc…

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
24 hours fuel tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.
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DH/S 20

40

44

S4S - DT

4 L

3.331

M

Stamford

UCI 224 C

69

94

1.965

800

1.735

820

152

2.250

1.050

1.505

1.300

124

3.155

1.500

1.770

100

152

3.520

1.750

1.960

1.480

124

DH/S 15

30

33

S4S

4 L

3.331

M

Stamford

BCI 184 G

65

90

1.550

750

1.525

680

88

2.250

1.050

1.505

1.200

124

3.155

1.500

1.770

860

88

3.520

1.750

1.960

1.380

124

GENERATOR SETS
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MOTOR

The alternator used and the noise level may vary on 60 Hz models.

Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 60%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation.

Standby power: Power available at variable load at an average of 60%
for up to a maximum of 500 hours during one year. No overload is per-
mitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100 kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

Prime (kVA)

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DHS)

Open Skid (DH)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DHS)

Length

Width

Height

Total weight

Cap. Litres

Site trailer

Length

Width

Height

Total weight

Cap. Litres

Road trailer

Length

Width

Height

Total weight

Cap. Litres

Dimensions

(1). M: Mechanical.

DH/S 10 MF DH/S 15 MF

10

11

S3L2

3 L

1.318

M

Sincro

GK4MBL

65

90

1.400

700

1.135

385

29

1.860

840

1.230

585

51

2.800

1.190

1.520

485

29

2.780

1.400

1.515

740

51

14,5

15

S4L2

4 L

1.758

M

Stamford

BCI 184 E1

65

90

1.400

700

1.135

450

29

1.860

840

1.230

650

51

2.800

1.190

1.520

550

29

2.780

1.400

1.515

830

51

DH/S 20 MF

20

22

S4Q2

4 L

2.505

M

Stamford

BCI 184 G1

65

90

1.550

750

1.485

510

88

1.860

840

1.230

700

51

2.800

1.190

1.520

610

88

2.780

1.400

1.515

880

51

DH/S 10

10

11

S3L2

3 L

1.318

M

Sincro

FT4MCS

65

90

1.400

700

1.135

355

29

1.860

840

1.230

555

51

2.800

1.190

1.520

455

29

2.780

1.400

1.515

735

51

DH/S 20 DH/S 30 DH/S 40

20

22

S4Q2

4 L

2.505

M

Stamford

BCI 184 E

65

90

1.550

750

1.485

500

88

1.860

840

1.230

685

51

2.800

1.190

1.520

600

88

2.780

1.400

1.515

865

51

DH/S 15

14,5

15

S4L2

4 L

1.758

M

Meccalte

BTO3-3L/4

65

90

1.400

700

1.435

400

29

1.860

840

1.230

600

51

2.800

1.190

1.520

500

29

2.780

1.400

1.515

780

51

Supply options
Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Start/stop via signal, manual and
automatic etc…

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
24 hours fuel tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.
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DC 1300

11

HIGH POWER

12

ENGINE

Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 80%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation.

Standby power: Power available at variable load for up to a maximum
of 200 hours during one year. No overload is permitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

www.gesan.com 

Prime (kVA)

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator 50 Hz

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DCS)

Open Skid (DC)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DCS)

Length

Width

Height

Total weight

Cap. Litres

Dimensions

The EC regulation 200/14/EC does not specify a limit on the noise power output on units over
400kW; however it does specify that the manufacturer is obliged to indicate the noise level.

The alternator used and the noise level may vary on 60Hz models.

(1). M: Mechanical. E: Electronic. GE: Electronic engine management. 
Measurements: mm   Weight: kg

DC/S 630 DC/S 800 DC/S 1000 DC 1400

636

691

VTA 28 G5

12 V 40º

28.000

E

Stamford

HCI 544 F1

80

105

4.240

1.550

2.595

6.157

995

5.600
1.850

2.520

7.508

995

810

860

QSK 23 G3

6 L

23.150

GE

Stamford

HCI 634 G1

80

105

4.690

1.670

2.595

6.030

995

5.600
1.850

2.520

7.381

995

1.026

1.110

QST 30 G4

12 V 50º

30.480

GE

Stamford

HCI 634 J1

78

103

4.900

1.860

2.625

6.701

6.055
2.435

2.595

1.400

1.500

1.260

1.350

KTA 50 G3

16 V 60º

50.300

E

Stamford

PI 734 A

1.400

1.500

KTA 50 G8

16 V 60º

50.300

E

Stamford

PI 734 B

Supply options
Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Remote or signal controlled
(temperature, level, etc.)
Synchronisation between 
gensets or with mains supply.

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
Auxiliary tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.
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GENERATOR SETS

Diesel
13 www.gesan.com 

MOTOR

Prime (kVA)

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator 50 Hz

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DHS)

Open Skid (DH)

Length

Width

Height

Total weight

Cap. Litres

Dimensions

The EC regulation 200/14/EC does not specify a limit on the noise power output on units over
400kW; however it does specify that the manufacturer is obliged to indicate the noise level.

The alternator used and the noise level may vary on 60Hz models.

(1). E: Electronic. GE: Electronic engine management. 
Measurements: mm   Weight: kg

DH 1300 DH 1400 DH 1650 DH 1750 DH 2000

1.260

1.350

S12R - PTA

12

49.030

E

Stamford

P1734A1

4.650

2.300

2.400

10.460

1.383

1.500

S12R - PTA 2

12

49.030

E

Stamford

P1734B1

4.650

2.300

2.400

10.660

1.650

1.770

S16R - PTA

16

65.370

E

Stamford

P1734D1

5.400

2.600

2.570

11.100

1.721

1.888

S16R - PTA

16

65.370

E

Stamford

P1734E1

5.400

2.600

2.570

11.230

1.968

2.221

S16R - PTAA 2

16

65.370

E

Stamford

P1734F1

5.950

2.600

2.720

12.000

Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 60%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation

Standby power: Power available at variable load at an average of 60%
for up to a maximum of 500 hours during one year. No overload is per-
mitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

HIGH POWER

1.871

2.035

S16R - PTA 2

16

65.370

E

Stamford

P1734E1

5.400

2.600

2.800

11.230

DH 1900

Supply options
Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Remote or signal controlled
(temperature, level, etc.)
Synchronisation between 
gensets or with mains supply.

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
Auxiliary tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.

interior ingles 15 p.qxd:ESPAÑOL  9/7/09  09:05  Página 12



HIGH POWER

1314

ENGINE

www.gesan.com 

The EC regulation 200/14/EC does not specify a limit on the noise power output on units over
400kW; however it does specify that the manufacturer is obliged to indicate the noise level.

The alternator used and the noise level may vary on 60Hz models.

(1). E: Electronic. GE: Electronic engine management. 
Measurements: mm   Weight: kg

Output in accordance with ISO 8528

Prime power: Power available with variable load at an average of 60%
of rated prime power. Overload of 10% is permitted 1 hour in every 12
hours operation

Standby power: Power available at variable load at an average of 60%
for up to a maximum of 500 hours during one year. No overload is per-
mitted.

Environmental conditions: Power data obtained for room temperature of 25ºC, relative
humidity 60% and pressure of 100kPa. Power may vary under different pressure, tempera-
ture or humidity conditions. A loss of output may occur at heights over 1.000 m.

Prime (kVA)

Standby (kVA)

Output 50 Hz

Model

No. cylinders and arrangement

Cilinder capacity (cc)

Type of regulation(1)

Engine

Make

Model

Alternator 50 Hz

Pressure (dBA) a 7 m

(LWA dBA) output

Noise level (DTS)

Open Skid (DT)

Length

Width

Height

Total weight

Cap. Litres

Stationary (DTS)

Length

Width

Height

Total weight

Cap. Litres

Dimensions

DT/S 800

801

860

12 V 2000 G65

12

23.880

GE

Stamford

HCI 63 4 G1

80

105

4.230

1.550

2.310

6.100

995

5.600
1.850

2.520

7.400

995

DT 950

940

1.010

16 V 2000 G25

16

31.840

GE

Stamford

HCI 63 4 H1

4.620

1.960

2.290

6.585

DT 1000

1.025

1.110

16 V 2000 G65

16

31.840

GE

Stamford

HCI 63 4 J1

4.620

1.960

2.290

6.585

DT 1150

1.130

1.230

18 V 2000 G65

18

31.840

GE

Stamford

HCI 63 4 K1

4.620

1.960

2.290

6.700

DT 1400

1.400

1.500

12 V 4000 G23 R

12

57.200

GE

Stamford

P1734B1

6.000

2.600

2.800

10.665

DT 1650

1.650

1.770

12 V 4000 G23 

12

57.200

GE

Stamford

P1734D1

6.000

2.600

2.800

11.105

DT 1850

1.833

2.035

12 V 4000 G63 

12

57.200

GE

Stamford

P1734E1

6.000

2.600

2.800

11.225

DT 2100

2.080

2.230

16 V 4000 G23 

16

76.300

GE

Stamford

P1734F1

6.000

2.600

2.800

11.450

Supply options
Voltage:

3-phase 400/230 V
415/240 V
380/220 V
230/230 V 
220/127 V
690/398 V

Single phase 240/120 V
230 V
220 V

Electric panel:
Key Start.
Remote or signal controlled
(temperature, level, etc.)
Synchronisation between 
gensets or with mains supply.

Accessories:
Permanent magnet.
Sockets panel.
Diesel pump system.
Residential silencers.
Trailers.
Retention bath.
Auxiliary tank.

For other accessories, please
consult www.gesan.com.

Further information:
Please consult technical data
sheets.
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Quality Driven Energy

Polígono Industrial Pitarco II, parcela 20
50450 Muel (Zaragoza) Spain
Tel.:+34 902 110 316  Fax: +34 902 110 318
Email: info@gesan.com • export@gesan.com

AFTER-SALES DEPARTMENT
Technical Service: +34 902 110 312
Spare Parts: +34 902 110 314
Fax: +34 902 110 326

www.gesan.com
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